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TEBAOFLEX
Jiangsu Tebaoflex Special Cable Co., Ltd.

Technical datasheet
Rev. 2026-10-20

BS 5308-1 Type 1 PE instrumentation cable

BS 5308 Part 1 Type 1
Instrumentation Cable
British Standard PE/XLPE-insulated CAM or ICAM unarmoured instrumentation
cable

BS 5308 Part 1 Type 1 300/500 V · CAM / ICAM PE or XLPE · L/R ≤ 25–40 µH/Ω

Application

British Standard 300/500 V unarmoured instrumentation cable built to BS 5308 Part 1 Type 1 with Class 1, 2 or 5 copper
conductors, low-capacitance PE (Type 03) or XLPE insulation, CAM or ICAM Al/PET screen with drain wire and PVC or LSZH
sheath.

Typical uses: UK & Middle East Oil & Gas Refineries, Intrinsically Safe (Ex-ia / Ex-ib) Telemetry, Chemical, Pharmaceutical & Water

Plants, Power Generation & Desalination, DCS & ESD Safety Instrumented Systems

Construction

Cross-section, not to scale

1 Plain annealed copper conductors

2 Polyethylene (PE) or XLPE insulation

3 Individual pair screen (ICAM option)

4 Polyester binder tape

5 Collective Aluminium Mylar screen (CAM) 100 % electrostatic
shielding

6 Flame-retardant PVC or LSZH outer sheath IEC 60332-1-2 / IEC 60332-

3-24 flame retardant
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Technical data Typical values

Rated voltage U0/U 300/500 V Test voltage 1000 V rms AC (core/screen) · 2000 V rms
AC (core/core)

Insulation resistance ≥ 5000 MΩ·km at +20 °C Max. mutual capacitance
(at 1 kHz)

≤ 75–85 pF/m (CAM) · ≤ 115 pF/m (ICAM)

Max. L/R ratio ≤ 25 µH/Ω (0.5–1.0 mm²) · ≤ 40 µH/Ω (1.5
mm²)

Operating temperature
(PE / PVC)

−40 °C to +70 °C (fixed)

Operating temperature
(XLPE / LSZH)

−40 °C to +90 °C (fixed) Installation temperature 0 °C to +50 °C

Min. bending radius 6 × OD (CAM) · 8 × OD (ICAM) Pair lay length 50 mm to 100 mm (staggered between
adjacent pairs)

Flame retardance BS EN 60332-1-2 & BS EN 60332-3-24
(Cat C)

LSZH option BS EN 60754-1/2 & BS EN 61034-2
(XLPE/LSZH version)

Standards BS 5308-1 / PAS 5308-1 Type 1

Sizes 17 standard constructions

Tick the sizes you need and send this page to info@tebaoflex.com or WhatsApp +86 185 9591 3361.

Order designation Format & stranding Screen
Outer Ø ≈

mm
Copper

kg/km
Weight ≈

kg/km
Min. bend R

fixed mm

0.5 mm² (16/0.20 mm Class 5 or 1/0.80 mm Class 1) — L/R ≤ 25 µH/Ω 5 sizes

BS5308-1-T1 1P×0.5 CAM 1×2×0.5 mm² (16/0.20) CAM 6.5 16 56 39

BS5308-1-T1 2P×0.5 CAM 2×2×0.5 mm² (16/0.20) CAM 9.6 26 98 58

BS5308-1-T1 5P×0.5 ICAM 5×2×0.5 mm² (16/0.20) ICAM 13.4 72 198 80

BS5308-1-T1 10P×0.5 ICAM 10×2×0.5 mm² (16/0.20) ICAM 17.8 138 342 107

BS5308-1-T1 20P×0.5 ICAM 20×2×0.5 mm² (16/0.20) ICAM 23.2 268 595 139

0.75 mm² (24/0.20 mm Class 5) — L/R ≤ 25 µH/Ω 4 sizes

BS5308-1-T1 1P×0.75 CAM 1×2×0.75 mm² (24/0.20) CAM 7.0 21 66 42

BS5308-1-T1 2P×0.75 CAM 2×2×0.75 mm² (24/0.20) CAM 10.5 36 118 63

BS5308-1-T1 5P×0.75 ICAM 5×2×0.75 mm² (24/0.20) ICAM 14.6 96 238 88

BS5308-1-T1 10P×0.75 ICAM 10×2×0.75 mm² (24/0.20) ICAM 19.6 186 422 118

1.0 mm² (1/1.13 mm Class 1 or 32/0.20 mm Class 5) — L/R ≤ 25 µH/Ω 3 sizes

BS5308-1-T1 1P×1.0 CAM 1×2×1.0 mm² (1/1.13 or 32/0.20) CAM 7.4 26 76 44

BS5308-1-T1 5P×1.0 ICAM 5×2×1.0 mm² (32/0.20) ICAM 15.6 122 282 94

BS5308-1-T1 10P×1.0 ICAM 10×2×1.0 mm² (32/0.20) ICAM 21.0 236 498 126

1.5 mm² (7/0.53 mm Class 2) — L/R ≤ 40 µH/Ω 5 sizes

BS5308-1-T1 1P×1.5 CAM 1×2×1.5 mm² (7/0.53) CAM 8.2 36 96 49

BS5308-1-T1 2P×1.5 CAM 2×2×1.5 mm² (7/0.53) CAM 12.6 65 174 76

BS5308-1-T1 5P×1.5 ICAM 5×2×1.5 mm² (7/0.53) ICAM 17.5 172 368 105

BS5308-1-T1 10P×1.5 ICAM 10×2×1.5 mm² (7/0.53) ICAM 23.8 336 655 143

BS5308-1-T1 20P×1.5 ICAM 20×2×1.5 mm² (7/0.53) ICAM 31.4 662 1,185 188

Electrical parameters by conductor class (BS 5308-1 Table 5) 5 sizes

1Q×0.5, 1Q×0.75, 1Q×1.0 and 1Q×1.5 mm² star-quads and 1T–20T triples are also manufactured to BS 5308 Part 1 Type 1.–
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Size & stranding
Max. DC R @ 20 °C

Ω/km
Max. L/R

µH/Ω
Max. C (CAM)

pF/m
Max. C (ICAM)

pF/m

0.5 mm² (1/0.80 mm Cl.1) 36.8 25 75 115

0.5 mm² (16/0.20 mm Cl.5) 39.7 25 85 115

0.75 mm² (24/0.20 mm Cl.5) 26.5 25 85 115

1.0 mm² (1/1.13 mm Cl.1) 18.4 25 75 115

1.5 mm² (7/0.53 mm Cl.2) 12.3 40 85 115

Standards and approvals

Certifications

Management systems: ISO 9001, ISO 14001, ISO 45001

Request a quotation
Send the size, length and destination. An application engineer replies within 2 business hours.

WhatsApp / phone

+86 185 9591 3361
Email

info@tebaoflex.com

Web

tebaoflex.com/cables/bs-5308-part-1-type-1-instrumentation-cable

Typical values for this cable type, based on BS 5308-1 Type 1 (300/500 V). Values for your order are confirmed in the quotation. Subject to change without notice.

Jiangsu Tebaoflex Special Cable Co., Ltd., Taicang, Jiangsu, China.

Drain wire in all BS 5308-1 CAM and ICAM constructions is 0.5 mm² (16/0.20 mm) tinned annealed copper.–

BS 5308-1 / PAS 5308-1 Type 1 Compliant

BS EN 60332-1-2 & BS EN 60332-3-24

UKCA, CE, RoHS 2 & REACH
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