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TEBAOFLEX
Jiangsu Tebaoflex Special Cable Co., Ltd.

Technical datasheet
Rev. 2026-10-20

Control & signal cable

JZ-45440 P
Halogen-Free Unscreened TPE/PUR Control Cable
300/500 V -40 to +90 °C halogen-free TPE/PUR control cable for drag chains & oil
zones

DIN VDE 0285 / EN 50363-10-2 300/500 V · TPE/PUR -50 °C to +90 °C

Application

JZ-45440 P halogen-free unscreened flexible control cable (300/500 V, -40 to +90 °C) combining IEC 60228 Class 5 bare
copper conductors, cold-flexible TPE-E core insulation, and a notch- and oil-resistant polyether-PUR outer jacket (TMPU).

Typical uses: CNC Machine Tools & Transfer Lines, Wind Turbine Nacelles & Pitch Systems, Automotive Stamping & Body Shops,

Hydraulic & Lubrication Skids, Cold-Storage Logistics

Construction

Cross-section, not to scale

1 Fine-stranded bare copper

2 Halogen-free TPE core insulation

3 Core bedding fleece

4 Polyurethane (TMPU) outer sheath
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Technical data Typical values

Rated voltage U0/U 300/500 V AC AC dielectric test voltage 3,000 V AC (50 Hz, 5 min)

Insulation resistance ≥ 20 MΩ·km at +20 °C Conductor DC resistance IEC 60228 Class 5 bare copper

Operating temp. (fixed) -50 °C to +90 °C Operating temp. (flexing) -40 °C to +90 °C

Short-circuit conductor
temp.

+150 °C max. Conductor stranding IEC 60228 Class 5 fine-stranded Cu

Min. bending radius
(fixed)

4 × overall cable diameter Min. bending radius
(flexing)

7.5 × overall cable diameter

Oil & coolant resistance EN 60811-404 mineral oils & cutting
fluids

Halogen-free & acid gas IEC 60754-1 & IEC 60754-2 compliant

Hydrolysis & microbe
resistance

Polyether-PUR resists hydrolysis &
microbes

Standards DIN VDE 0285-525-2-21 / EN 50363-10-2

Sizes 25 standard constructions

Tick the sizes you need and send this page to info@tebaoflex.com or WhatsApp +86 185 9591 3361.

Order designation Cross-section / size Conductor build
Wall ≈

mm
Outer Ø ≈

mm
Metal

kg/km
Weight ≈

kg/km
Min. bend R

fixed mm

Standard JZ-45440 P configurations 25 sizes

JZ-45440 P 2×0.5 2×0.5 mm² Class 5 Cu (0.5 mm²) 0.90 5.50 9.6 42.3 22

JZ-45440 P 3G0.5 3G0.5 mm² Class 5 Cu (0.5 mm²) 0.90 5.80 14.4 50.7 23

JZ-45440 P 4G0.5 4G0.5 mm² Class 5 Cu (0.5 mm²) 0.90 6.30 19.2 62.1 25

JZ-45440 P 5G0.5 5G0.5 mm² Class 5 Cu (0.5 mm²) 0.90 6.80 24.0 73.9 27

JZ-45440 P 7G0.5 7G0.5 mm² Class 5 Cu (0.5 mm²) 0.90 7.30 33.6 91.2 29

JZ-45440 P 12G0.5 12G0.5 mm² Class 5 Cu (0.5 mm²) 1.10 9.90 57.6 163.5 40

JZ-45440 P 3G0.75 3G0.75 mm² Class 5 Cu (0.75 mm²) 0.90 6.20 21.6 63.1 25

JZ-45440 P 4G0.75 4G0.75 mm² Class 5 Cu (0.75 mm²) 0.90 6.80 28.8 78.7 27

JZ-45440 P 5G0.75 5G0.75 mm² Class 5 Cu (0.75 mm²) 0.90 7.30 36.0 93.6 29

JZ-45440 P 7G0.75 7G0.75 mm² Class 5 Cu (0.75 mm²) 0.90 8.00 50.4 119.5 32

JZ-45440 P 12G0.75 12G0.75 mm² Class 5 Cu (0.75 mm²) 1.10 10.70 86.4 210.0 43

JZ-45440 P 18G0.75 18G0.75 mm² Class 5 Cu (0.75 mm²) 1.10 12.50 129.6 298.4 50

JZ-45440 P 3G1 3G1 mm² Class 5 Cu (1 mm²) 0.90 6.60 28.8 75.8 26

JZ-45440 P 4G1 4G1 mm² Class 5 Cu (1 mm²) 0.90 7.20 38.4 94.4 29

JZ-45440 P 5G1 5G1 mm² Class 5 Cu (1 mm²) 0.90 7.80 48.0 113.7 31

JZ-45440 P 7G1 7G1 mm² Class 5 Cu (1 mm²) 0.90 8.50 67.2 145.2 34

JZ-45440 P 12G1 12G1 mm² Class 5 Cu (1 mm²) 1.10 11.50 115.2 258.0 46

JZ-45440 P 3G1.5 3G1.5 mm² Class 5 Cu (1.5 mm²) 0.90 7.70 43.2 107.2 31

JZ-45440 P 4G1.5 4G1.5 mm² Class 5 Cu (1.5 mm²) 0.90 8.40 57.6 133.8 34

JZ-45440 P 5G1.5 5G1.5 mm² Class 5 Cu (1.5 mm²) 0.90 9.20 72.0 163.4 37

JZ-45440 P 7G1.5 7G1.5 mm² Class 5 Cu (1.5 mm²) 0.90 10.00 100.8 208.8 40

JZ-45440 P 12G1.5 12G1.5 mm² Class 5 Cu (1.5 mm²) 1.10 13.60 172.8 372.6 54

JZ-45440 P 4G2.5 4G2.5 mm² Class 5 Cu (2.5 mm²) 0.90 9.60 96.0 195.5 38

JZ-45440 P 5G2.5 5G2.5 mm² Class 5 Cu (2.5 mm²) 0.90 10.50 120.0 239.1 42

JZ-45440 P 4G4 4G4 mm² Class 5 Cu (4 mm²) 0.90 11.90 153.6 306.5 48

Electrical & rating data 25 sizes

Outer diameters and weights are nominal engineering values for JZ-45440 P subject to standard manufacturing tolerances per DIN VDE 0285-525-2-21 / EN 50363-
10-2 (TPE/PUR).

–

TEBAOFLEX   tebaoflex.com   WhatsApp +86 185 9591 3361   info@tebaoflex.com JZ-45440 P   Technical datasheet   Rev. 2026-10-20   Page 2 of 4



X

T EB
AO

FL E
X

T EB

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

BA
OF

L EX

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

AO
FL E

X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

L EX

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

T

X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB

AO
FL E

X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

TEB
AO

FL E
X

T EB
AO

FL

AO
FL E

X

Configuration
Max. DC R @ 20 °C

Ω/km
Primary rating

(A or nF/km)
Secondary

rating
Dielectric test

V AC rms

2×0.5 mm² 39.00 9.0 7.0 3,000

3G0.5 mm² 39.00 9.0 7.0 3,000

4G0.5 mm² 39.00 9.0 7.0 3,000

5G0.5 mm² 39.00 9.0 7.0 3,000

7G0.5 mm² 39.00 9.0 7.0 3,000

12G0.5 mm² 39.00 9.0 7.0 3,000

3G0.75 mm² 26.00 12.0 9.0 3,000

4G0.75 mm² 26.00 12.0 9.0 3,000

5G0.75 mm² 26.00 12.0 9.0 3,000

7G0.75 mm² 26.00 12.0 9.0 3,000

12G0.75 mm² 26.00 12.0 9.0 3,000

18G0.75 mm² 26.00 12.0 9.0 3,000

3G1 mm² 19.50 15.0 11.0 3,000

4G1 mm² 19.50 15.0 11.0 3,000

5G1 mm² 19.50 15.0 11.0 3,000

7G1 mm² 19.50 15.0 11.0 3,000

12G1 mm² 19.50 15.0 11.0 3,000

3G1.5 mm² 13.30 18.0 14.0 3,000

4G1.5 mm² 13.30 18.0 14.0 3,000

5G1.5 mm² 13.30 18.0 14.0 3,000

7G1.5 mm² 13.30 18.0 14.0 3,000

12G1.5 mm² 13.30 18.0 14.0 3,000

4G2.5 mm² 7.98 26.0 20.0 3,000

5G2.5 mm² 7.98 26.0 20.0 3,000

4G4 mm² 4.95 34.0 26.0 3,000

Electrical resistance at +20 °C and dielectric withstand voltages verified per DIN VDE 0285-525-2-21 / EN 50363-10-2 (TPE/PUR).–
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Standards and approvals

Certifications

Management systems: ISO 9001, ISO 14001, ISO 45001

Request a quotation
Send the size, length and destination. An application engineer replies within 2 business hours.

WhatsApp / phone

+86 185 9591 3361
Email

info@tebaoflex.com

Web

tebaoflex.com/cables/halogen-free-unscreened-tpe-pur-control-cable

Typical values for this cable type, based on DIN VDE 0285-525-2-21 / EN 50363-10-2 (TPE/PUR). Values for your order are confirmed in the quotation. Subject to change

without notice. Jiangsu Tebaoflex Special Cable Co., Ltd., Taicang, Jiangsu, China.

DIN VDE 0285-525-2-21 / EN 50363-10-2 (TPE/PUR)

CE (2014/35/EU) & RoHS 3 (2015/863/EU) Compliant

REACH SVHC Compliance Verified
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