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TEBAOFLEX
Jiangsu Tebaoflex Special Cable Co., Ltd.

Technical datasheet
Rev. 2026-10-20

RS-485 / RS-422 & JIS Shipboard Communication Cables

TTY / TTYC / TTYCY
Shipboard Communication Cable
JIS C 3410 250 V EPR-insulated 1P to 30P × 0.75 / 1.25 mm² TTY, braided TTYC &

JIS C 3410 · 250 V Marine 1P to 30P × 0.75 / 1.25 mm²

TTY / Braided TTYC / TTYCY

Application

TTY / TTYC / TTYCY Shipboard Communication Cable is manufactured to JIS C 3410 (250 V rating) with 90 °C ethylene-
propylene rubber (EPR) insulated tinned copper twisted pairs or star-quads (0.75 mm² and 1.25 mm²) and a flame-
retardant PVC sheath, supplied

Typical uses: Commercial shipbuilding (NK, DNV, ABS, LR), Bridge navigation & engine telegraphs, Shipboard PA, general alarm &

intercom, Marine auxiliary machinery instrumentation

Construction

Cross-section, not to scale

1 Stranded tinned copper conductors JIS C 3410

2 EPR rubber insulation (90 °C) JIS C 3410

3 Flame-retardant PVC inner sheath (TTY) JIS C 3410

4 Wire braid armour (TTYC / TTYCY) JIS C 3410

5 Protective PVC oversheath (TTYCY) JIS C 3410 / IEC 60332-3-22
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Technical data Typical values

Rated voltage U0/U 250 V AC Audio/telecom
impedance Z0

≈ 100 Ω (nominal balanced pair)

Max. DC conductor
resistance @ 20 °C

≤ 26.3 Ω/km (0.75 mm²) · ≤ 15.6 Ω/km
(1.25

Mutual capacitance @ 1
kHz

≈ 85–100 nF/km (EPR dielectric)

Insulation resistance @
20 °C

≥ 300 MΩ·km AC dielectric test voltage 1,500 V AC for 1 minute

Max. conductor
operating temp.

+90 °C (EPR insulation per JIS C 3410) Ambient installation
temperature

-20 °C to +60 °C

Min. bending radius 6 × D (TTY / TTYC / TTYCY) Armour wire diameter
(TTYC/TTYCY)

0.30 mm galvanized steel or tinned
annealed

Bunched flame
retardancy

IEC 60332-3-22 Category A & IEC 60332-
1-2

Marine oil & salt-fog
resistance

JIS C 3410 / IEC 60092-350 marine
environment

Standards JIS C 3410 (Cables for shipboard
electrical

Sizes 7 standard constructions

Tick the sizes you need and send this page to info@tebaoflex.com or WhatsApp +86 185 9591 3361.

Order designation Configuration Conductor size
Outer Ø ≈

mm
Copper

kg/km
Weight ≈

kg/km
Min. bend R

fixed mm

Standard TTY / TTYC / TTYCY configurations 7 sizes

TTYCY 1P×0.75 mm² (1Q / 2 cores) JIS C 3410 1P×0.75 mm² (TTYCY) 0.75 mm² (7/0.37) 11.2 14 190 67

TTYCY 2P×0.75 mm² (1Q / 4 cores) JIS C 3410 2P (1Q)×0.75 mm² (TTYCY) 0.75 mm² (7/0.37) 12.0 28 225 72

TTYCY 4P×0.75 mm² (2Q / 8 cores) JIS C 3410 4P (2Q)×0.75 mm² (TTYCY) 0.75 mm² (7/0.37) 15.5 56 360 93

TTYCY 7P×0.75 mm² (14 cores) JIS C 3410 7P×0.75 mm² (TTYCY) 0.75 mm² (7/0.37) 18.0 98 490 108

TTYCY 10P×0.75 mm² (20 cores) JIS C 3410 10P×0.75 mm² (TTYCY) 0.75 mm² (7/0.37) 21.5 140 660 129

TTYCY 2P×1.25 mm² (1Q / 4 cores) JIS C 3410 2P (1Q)×1.25 mm² (TTYCY) 1.25 mm² (7/0.48) 13.2 47 275 79

TTYCY 4P×1.25 mm² (2Q / 8 cores) JIS C 3410 4P (2Q)×1.25 mm² (TTYCY) 1.25 mm² (7/0.48) 17.2 94 445 103

Impedance, capacitance & attenuation 7 sizes

Configuration
Impedance

Z0
Max. DC R @ 20 °C

Ω/km
Mutual C

pF/m ≈
VoP

%
Attenuation @ 20 °C

dB/100m
Dielectric test

V

1P×0.75 mm² (TTYCY) 100 Ω 52.6 90.0 60 0.85 dB/100m @ 100 kHz 1,500

2P (1Q)×0.75 mm² (TTYCY) 100 Ω 52.6 90.0 60 0.85 dB/100m @ 100 kHz 1,500

4P (2Q)×0.75 mm² (TTYCY) 100 Ω 52.6 90.0 60 0.85 dB/100m @ 100 kHz 1,500

7P×0.75 mm² (TTYCY) 100 Ω 52.6 90.0 60 0.85 dB/100m @ 100 kHz 1,500

10P×0.75 mm² (TTYCY) 100 Ω 52.6 90.0 60 0.85 dB/100m @ 100 kHz 1,500

2P (1Q)×1.25 mm² (TTYCY) 95 Ω 31.2 95.0 60 0.68 dB/100m @ 100 kHz 1,500

4P (2Q)×1.25 mm² (TTYCY) 95 Ω 31.2 95.0 60 0.68 dB/100m @ 100 kHz 1,500

Outer diameters and weights are nominal factory values subject to ±5 % manufacturing tolerance per JIS C 3410 (TTY / TTYC / TTYCY Shipboard Communication).–

Transmission values (characteristic impedance Z0, mutual capacitance, VoP, and attenuation) are measured at +20 °C per JIS C 3410 (TTY / TTYC / TTYCY Shipboard

Communication).

–

TEBAOFLEX   tebaoflex.com   WhatsApp +86 185 9591 3361   info@tebaoflex.com TTY / TTYC / TTYCY   Technical datasheet   Rev. 2026-10-20   Page 2 of 3



X

T EB
AO

FL E
X

T EB

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

BA
OF

L EX

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

AO
FL E

X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

L EX

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

T

X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB

AO
FL E

X

T EB
AO

FL E
X

T EB
AO

FL E
X

T EB
AO

TEB
AO

FL E
X

T EB
AO

FL

AO
FL E

X

Standards and approvals

Certifications

Management systems: ISO 9001, ISO 14001, ISO 45001

Request a quotation
Send the size, length and destination. An application engineer replies within 2 business hours.

WhatsApp / phone

+86 185 9591 3361
Email

info@tebaoflex.com

Web

tebaoflex.com/cables/tty-shipboard-communication-cable

Typical values for this cable type, based on JIS C 3410 (TTY / TTYC / TTYCY Shipboard Communication). Values for your order are confirmed in the quotation. Subject to

change without notice. Jiangsu Tebaoflex Special Cable Co., Ltd., Taicang, Jiangsu, China.

JIS C 3410

ClassNK / DNV / ABS / LR

IEC 60332-3-22 Cat A
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