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PN-G-90006 Polish Underground Mining Power & Control Cables (YnOGY / YKGY /
YHKGY)

YnOGY
Cable

PN-G-90006 0.6/1 kV Class 5 flexible Cu (G), PVC-insulated (Y), flame-retardant
mining

PN-G-90006 - YnOGY 0.6/1 kV - Class 5 Flexible Cu (G)

Flame-Retardant Mining PVC (Yn)

Application

YnOGY Cable is a Polish-standard (PN-G-90006) 0.6/1 kV flexible multi-core underground mining power, control, and
vehicle-wiring cable featuring Class 5 flexible bare or tinned copper conductors ('G'), PVC core insulation ('Y'), and a heavy
oxygen-index

Typical uses: Underground coal, copper & salt mines, Mine battery & trolley locomotives, Flameproof switchgear & control
interconnections, Underground conveyor signalling & telemetry

Construction

o Flexible Class 5 copper conductor (G) PN-G-90006 / PN-EN 60228
Q PVC core insulation (Y) PN-G-90006
e Core assembly binder tape PN-G-90006
° Flame-retardant mining PVC outer PN-G-90006 / PN-EN

60332-1-2

Cross-section, not to scale
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TEChnicaI data Typical values

Rated voltage UO/U 0.6/1 kV AC (600/1000 V) AC dielectric test voltage 3,500 V AC (50 Hz) for 5 minutes

Max. conductor +70 °C continuous - +160 °C short-circuit Min. insulation > 20 MQ-km

operating temp. resistance @ 20 °C

Operating temperature  -25 °C to +70 °C (fixed) - -5 °C to +70 °C Minimum installation -5°C

range temp.

Min. bending radius 6 x D (fixed) - 10 x D (flexible routing) Conductor flexibility Class 5 flexible multi-wire stranding ('G')

Flame retardance PN-EN 60332-1-2 & PN-G-04035 mining Mine water & oil Resistant to acidic/saline mine water
flame resistance and

Standards PN-G-90006 - ZN-TF / WUG (Higher
Mining

Sizes 6 standard constructions

Tick the sizes you need and send this page to info@tebaoflex.com or WhatsApp +86 185 9591 3361.

Outer @ = Copper Min. bend R

Order designation Cores x Size Main cross-section mm kg/km fixed mm

Standard YnOGY configurations 6 sizes

J YnOGY 4 x 2.5 mm?0.6/1 kv 4x25mm? 2.5 mm? 124 96 225 74

a YnOGY 7 % 2.5 mm? 0.6/1 kV 7%2.5mm? 2.5 mm? 15.2 168 345 91
n x 6.0 mm? 0. % 6.0 mm .0 mm .

J YnOGY 4 x 6.0 mm?0.6/1 kv 4x6.0 2 6.0 mm? 16.4 230 440 98

a YnOGY 4 x 16 mm? 0.6/1 KV 4x16 mm? 16.0 mm? 228 614 960 137
n x 35 mm? 0. x35mm .0 mm . k ,

[:‘ YnOGY 4 x 35 20.6/1KkV 4x35 2 35.0 mm? 30.2 1344 1,840 181
n %70 mm? 0. ocomotive %70 mm .0 mm .

O oGy 1x70 20.6/1KV (L ive) 1x70 2 70.0 mm? 17.6 672 830 106

- Outer diameters and weights are nominal factory values subject to +5 % manufacturing tolerance per PN-G-90006 / ZN-TF (YnOGY 0.6/1 kV Flexible Mining Power &
Control).

Electrical & ampacity 6 sizes
Max.DCR @ 20 °C Iz free air Iztray / duct Isc (1) Voltage drop Dielectric test
Configuration Wkm A A kA mV/A/m v
4x25mm? 7.98 25 23 0.29 17.50 3,500
7%2.5 mm? 7.98 20 18 0.29 17.50 3,500
4x6.0 mm? 3.30 2 38 0.69 730 3,500
4x16 mm? 121 71 70 1.84 2.70 3,500
4x35mm? 0.55 126 114 4.03 125 3,500
1%70 mm? 0.27 235 212 8.05 0.58 3,500

- Conductor DC resistance at +20 °C per |IEC 60228 and reference currentratings at 30 °C ambient per PN-G-90006 / ZN-TF (YnOGY 0.6/1 kV Flexible Mining Power &
Control).
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Standards and approvals
+ PN-G-90006
« PN-EN 60332-1-2

v CE/WUG Compliant

Certifications

L M C€  [t] [SER

Management systems: [SO 9001, ISO 14001, 1SO 45001

Request a quotation

Send the size, length and destination. An application engineer replies within 2 business hours.

WhatsApp /phone Email WE
+86 185 9591 3361 info@tebaoflex.com tebaoflex.com/cables/ynogy-cable

Typical values for this cable type, based on PN-G-90006 / ZN-TF (YnOGY 0.6/1 kV Flexible Mining Power & Control). Values for your order are confirmed in the
quotation. Subject to change without notice. iangsu Tebaoflex Special Cable Co., Ltd., Taicang, Jiangsu, China.
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